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Filter Fabric

Stone

PLAN VIEW

SECTION A-A

Roadside Ditch

(If Needed)

Ground

Existing 

(If Needed)

Existing Ground

Filter fabric shall meet the requirements of material specification 592 GEOTEXTILE, 

Table 1 or 2, Class I, II or IV and shall be placed over the cleared area prior to 

the placing of rock.

Stone shall meet one of the following IDOT coarse aggregate gradations, CA-1, 

CA-2, CA-3, or CA-4 and be placed according to construction specification 25 

ROCKFILL using placement Method 1 and Class III compaction.

See plans for construction road location, D and W dimensions.

Minimum width is 14 feet for one-way traffic and 20 feet for two-way traffic.  

Two-way traffic widths shall be increased a minimum of 4 feet for trailer traffic.  

Depending on the type of vehicle or equipment, speed, loads, climatic and other 

conditions under which vehicles and equipment operate an increase in the minimum 

widths may be required.

Roadway shall follow the contour of the natural terrain to the extent possible.

Subgrade

NOTES:
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SILT FENCE PLAN

NOTES:

1. Temporary sediment fence shall be installed prior to any grading work

in the area to be protected. They shall be maintained throughout the

construction period and removed in conjunction with the final grading 

2. Filter fabric shall meet the requirements of material specification

592 Geotextile Table 1 or 2, Class   with equivalent opening size of 

at least 30 for nonwoven and 50 for woven.

3. Fence posts shall be either standard steel post or wood post with a

minimum cross-sectional area of 3.0 sq. in. 
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and site stabilization.

ATTACHING TWO SILT FENCES

Filter Fabric

Posts

Step 1

Step 2

Step 3

Filter Fabric

SILT FENCE
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Place the end post of the second fence inside the end post of the first fence.

Rotate both posts at least 180 degrees in a clockwise direction to create a tight 

seal with the fabric material.

Drive both posts a minimum of 18 inches into the ground and bury the flap.
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TEMPORARY CONCRETE

WASHOUT FACILITY - STRAW BALE
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CONCRETE

WASHOUT

AREA Plywood or Aluminum   

48" X 24" Min.

Letters 6" Min. Height

SIGN DETAIL

STRAW BALE ANCHOR SECTIONS

Liner Anchor

6" Wire Staple or Sandbag

30-MIL POLYETHYLENE

STRAW BALE

Straw Bale

3’ Min

10’ Min
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PLAN VIEW

Native Soil
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30-Mil Polyethylene 

Entrench 3"

2
.5

’

4"x4"x6’ Wood Post or 

6’ Steel Post Min.

6" WIRE STAPLE OR SANDBAG 

(ANCHOR EVERY 2’)
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NOTES:

1. Maintaining temporary concrete washout facilities shall include 

removing and disposing of hardend concrete and/or slurry and 

returning the facilities to a functional condition.

2. Facility shall be cleaned or reconstructued in a new area once 

washout becomes two-thirds full.

3. Each straw bale is to be staked in place using (2) 2"x2"x4" 

wooden stake.

4. Concrete washout locations shall be drawn on these plans by 

the contractor at the time of installation.
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